
LOW ROOF 
130WB | 148WB

M A N U F A C T U R I N G

 FLEET LIFTING SOLUTIONS

Transit Connect
104WB | 120WB

OPTION 1 - FTC/104
3 ft. fold-down crane

OPTION 2 - FTC/120
3 ft. fold-down crane

Rear Options

OPTION 1 - FT/L
3 ft. fold-down crane

OPTION 1 - FT/MH
3 ft. fold-down crane

HIGH/EXT. HIGH ROOF
148WB

Transit

Rear Options

MEDIUM ROOF
130WB | 148WB

OPTION 1 - FT/MH
3 ft. fold-down crane

Transit

Rear OptionsRear Options
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Bed

OPTION 5- SB 
4 ft. standard crane

Top 

OPTION 4  - SB
4 ft. standard crane

Corner

OPTION 1 - SB/L
4 ft. standard crane

OPTION 2 - SB/R
4 ft. standard crane

Double Corner 

OPTION 3 - SB 
4 ft. standard crane
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OPTION 1 - ESB - P8
3 ft. standard crane - Permanent 

OPTION 2 - ESB - R16
3 ft. standard crane - Removable

OPTION 3 - ESB - P30
3 ft. fold-down crane - Permanent

Low / Medium
Door Opening:
49 in. - 57 in. High

High Roof
Door Opening:
72 in. - 75 in. High

OPTION 1 - ESB - R37
3 ft. fold-down crane - Removable

OPTION 2 - ESB - R26
3 ft. standard crane - Removable

OPTION3 - ESB - P30
3 ft. standard crane - Permanent

OPTION 2
4 ft. standard crane 

OPTION 2M
4 ft. standard crane
(Manual)

F150

In Bed Mounts

OPTION 3
4 ft. standard crane 

F250 | F350OPTION 1
4 ft. standard crane - DC
OPTION 1M
4 ft. standard crane - Manual

Surface  Mount
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SERVICE VEHICLE CRANE OPTIONS :
• Boom Length: 3 ft. or 4 ft.
• Manual crane with load control built-in brake
• Electric Crane: DC or AC ( lifting speed 22 ft. per/ min.)

ADDITIONAL OPTIONS :
• Strap: 2” UV resistant webbing. Abrasion resistant edge
• Wire rope: 3/16” aircraft-grade cable. 3600 lbs. rating
• Synthetic rope: 3/16” 4900 lbs. rating. Non-rotational,
   fatigue, abrasion, UV & wear resistant

SAFETY FEATURES OF ELECTRIC CRANES :
• Safety release  auxiliary handle
• Circuit breaker system for overload protection
• Dynamic and disc brake dual load control system

3 YEAR STANDARD WARRANTY  
(Will match OEM warranty up to 6 years)

SPITZLIFT :
• Meets ASME, OSHA, and CE standards.
• Every crane is tested and comes with a load 
   test certificate.
• Custom solutions are available to meet 
   specialty applications. 
• Components are manufactured according to
  ISO  compliance.
• Vehicle specific mounts and installation hardware
   kits are provided.

SAFE & EFFICIENT
MIT IGATES  AGA INST  INJUR IES

AN D  IN CR EASES  PR ODUCT IV I TY

LIGHTWEIGHT
O U R CRANE S  WE IGH

LE SS  THAN  50  L B S .

PAYLOAD FRIENDLY
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 FLEET LIFTING SOLUTIONS

4ft. Fold-Down

Max Load
650 lbs.
Weight 
49 lbs.

3ft. Fold-Down

Max Load
650 lbs.
Weight 
45 lbs.

Max Load
900 lbs.
Weight 
37 lbs.

3ft. Standard

Max Load
900 lbs.
Weight 
40 lbs.

4ft. Standard

Max Load
900 lbs.
Weight 
40 lbs.

4ft. Manual

Max Load
900 lbs.
Weight 
37 lbs.

3ft. Manual


